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Square bales that stack  
like bricks

Whether you’re putting up hay for feed or straw for 
bedding, you need a baler that makes solid, square bales.

Only John Deere square balers feature the field-proven 
crop control system. You get solid, square-sided bales that 
are easy to stack and transport�

Just choose the model that best fits your needs.

328 Baler: The reliable choice for the economy minded.

338 Baler: High-performance pickup helps give this model 
the right combination of performance and price for many 
medium-sized operations.

348 Baler: A faster plungerhead (93 strokes per minute) 
and a heavy-duty bale case with adjustable side doors 
makes this the ideal choice for high-volume operations. 

Optional features, including side-drop chutes, wire 
twisters, pickup gauge wheel, and hydraulic bale 
tensioning let you customize your baler to meet your 
specific requirements.  

Bale EjectorSquare Balers

Specifications*

328 338 348
BALE SIzE
Cross section 14x18 in. (36x46 cm) 14x18 in. (36x46 cm) 14x18 in. (36x46 cm)

Length 12 to 50 in. (31 to 127 cm) 12 to 50 in. (31 to 127 cm) 12 to 50 in. (31 to 127 cm)

PICkUP
Width inside 64 in. (1.6 m) 64 in. (1.6 m) 64 in. (1.6 m)

Width of flares 74 in. (1.9 m) 74 in. (1.9 m) 74 in. (1.9 m)

Number of teeth 104 on four bars 156 on six bars 156 on six bars

Height adjustment Crank (hydraulic, opt.) Crank (hydraulic, opt.) Crank (hydraulic, opt.)

Height adjustment range 5 in. (13 cm) 5 in. (13 cm) 5 in. (13 cm)

Cylinder diameter 12 in. (31 cm) 12 in. (31 cm) 12 in. (31 cm)

AUgEr
Diameter 16 in. (41 cm) 16 in. (41 cm) 16 in. (41 cm)

Length 61 in. (1.5 m) 61 in. (1.5 m) 61 in. (1.5 m)

FEEDINg OPENINg 289 sq. in. (0.19 m2) 289 sq. in. (0.19 m2) 289 sq. in. (0.19 m2)

PLUNgErhEAD
Stroke 30 in. (76 cm) 30 in. (76 cm) 30 in. (76 cm)

Normal speed (under load) 80 strokes/min 80 strokes/min. 93 stokes/min.

Bottom rollers Sealed ball-bearing rollers Sealed ball-bearing rollers Sealed ball-bearing rollers

Top rollers Wear pads (top) Wear pads (top) Wear pads (top)

FLyWhEEL 
Diameter 27 in. (69 cm) 27 in. (69 cm) 27 in. (69 cm)

Weight 227 lb. (103 kg) 227 lb. (103 kg) 227 lb. (103 kg)

COMPrESSION ChAMBEr
Length 46 in. (1.2 m) 46 in. (1.2 m) 46 in. (1.2 m)

TIrES
Right 26x12.00-12, 4PR 26x12.00-12, 4PR 26x12.00-12, 4PR

Left 11Lx14, 6PR 11Lx14, 6PR 11Lx14, 6PR 

DIMENSIONS
Height (maximum) 67 in. (1.7 m) 67 in. (1.7 m) 67 in. (1.7 m)

Width 108 in. (2.7 m) 108 in. (2.7 m) 108 in. (2.7 m)
Length (with bale chute and 3-joint PTO) 227 in. (5.8 m) 227 in. (5.8 m) 227 in. (5.8 m)
Length (without tongue and bale chute) 134 in. (3.4 m) 134 in. (3.4 m) 134 in. (3.4 m)

DrIVELINE Cat� 4 Cat� 4 Cat. 4 (Cat. 5, optional)

PTO SPEED 540 rpm 540 rpm 540 rpm

MIN rEQUIrED PTO hOrSEPOWEr 35 hp 35 hp 35 hp

TrANSMISSION
Gears Steel-cut, enclosed Steel-cut, enclosed Steel-cut, enclosed

Capacity (SAE 90 SCLO) 4 U.S. qt. (3.8 L) 4 U.S. qt. (3.8 L) 4 U.S. qt. (3.8 L)

WEIghT
Twine (min.) 2,685 lb. (1208 kg) 2,805 lb. (1272 kg) 3,110 lb. (1411 kg)

Twine (max.) 2,875 lb. (1294 kg) 2,972 lb. (1348 kg) 3,320 lb. (1506 kg)

Wire (min.) N/A 2,835 lb. (1286 kg) 3,240 lb. (1470 kg)

Wire (max.) N/A 3,002 lb. (1362 kg) 3,407 lb. (1545 kg)

The continuous-flow floating 
auger moves hay to the pre- 
compression chamber. It’s free-
floating to adjust automatically  
to changing volumes of hay.

Crank-adjustment top and bottom  
T-rails apply uniform tension to 
the bale. Hydraulic T-rails are  
also available�

Hydraulic tongue positioning 
(optional) lets you switch from 
transport to field position from 
the tractor.

Make record keeping easy� 
This bale counter (optional) 
keeps a running total of up 
to 9,999 bales, but can be 
set back to zero at any time.

The 42 Bale Ejector takes the work out of loading bales and can be used 
on all three John Deere square baler models. The throwing pan 
effortlessly tosses bales onto the hayrack, yet is gentle on the bale.

Adjust the throwing force with 
the simple turn of the Dial-A-
Distance™ control.

The hydraulic system is precharged 
with oil – filtered, sealed and 
tested at the factory – reducing 
the chance of contamination. 

Shields pivot for access to the 
bale-trip adjustment and wagon 
hitch. Convert to dropping bales 
on the ground without removing 
the ejector.

Compatibility
John Deere 328, 338, 348, 327, 337, 347, 336, 346, 24, and 224 Balers

Bale Size
Cross-section 14x18 in. (36x46 cm)

Bale length 27 to 38 in. (69 to 97 cm)

Bale weight 80 lb. (36 kg) maximum

Height* 31 in. (79 cm)

Length* 68 in. (174 cm)

hydraulic Pump
Capacity 8.5 U.S. gal. (32.2 L)

   *Past bale case. Specifications and design subject to change without notice.

42 Bale Ejector
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